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9.3 CEILING TYPE C

OWA SANDILE 600 x 600 ( 15mm thk )  LAYIN CEILING TILES ON A 
DONN EXPOSED GRID (T38) MAIN TEES AND T25 CROSS TEES 
WITH CAPPINGS OF PREPAINTED ALUMINIUM  GRID SUSPENDED 
FROM CONCRETE SLAB OR TRUSSES  WITH METAL HANGERS 
ALL AS PER MANUFACTURERS REQUIREMENTS
CEILING EDGED WITH A PREPAINTED SHADOWLINE CORNICE

9.5 CEILING TYPE E 

UNDERSIDE OF CONCRETE SLAB TO RECEIVE RIPPLE 
PAINT COLOUR AS PER ARCHITECT.

CEILING LEGEND:

9.1 CEILING TYPE A 

9.5mm RHINO PLASTERBOARD TAPERED EDGED CEILING BOARDS 
SECURED TO A DONN SUSPENDED HIDDEN "T" STEEL GRID 
SYSTEM   GRID SUSPENDED FROM CONCRETE SLAB WITH 25X25 
METAL ANGLE HANGERS ALL AS PER MANUFACTURERS 
REQUIREMENTS BOARDS INSTALLED WITH PRINTED SIDE UP AND 
ALL JOINTS TO BE TAPED (RHINO TAPE) AND SCIMMED WITH 
RHINOLITE OR CRETESTONE PLASTER ALL DONE IN ACCORDANCE 
WITH MANUFACTURERS INSTRUCTIONS TO ENSURE A SMOOTH 
UNBLEMISHED CEILING SURFACE CEILING EDGED WITH A 
PREPAINTED SHADOWLINE CORNICE 

9.4 CEILING TYPE D 

OWA SANDILE 1200 x 600 ( 15mm thk )  LAYIN CEILING TILES ON A 
DONN EXPOSED GRID (T38) MAIN TEES AND T25 CROSS TEES 
WITH CAPPINGS OF PREPAINTED ALUMINIUM  GRID SUSPENDED 
FROM CONCRETE SLAB OR TRUSSES  WITH METAL HANGERS ALL 
AS PER MANUFACTURERS REQUIREMENTS
CEILING EDGED WITH A PREPAINTED SHADOWLINE CORNICE

9.9 CEILING TYPE G 

16MM THICK PARTICLE BOARD/CHIPBOARD CEILING WITH 
PLUM TREE VENEER FINISH LAID IN 800 X 1600MM GRIDS 
PER DETAIL

9.4 CEILING TYPE B 

GYPREX FISSURED 600 x 600 (12.5 mm thk)LAYIN CEILING TILES 
ON A DONN EXPOSED GRID (T38) WITH CAPPINGS OF 
PREPAINTED ALUMINIUM  GRID SUSPENDED FROM CONCRETE 
SLAB OR TRUSSES WITH METAL HANGERS ALL AS PER 
MANUFACTURERS REQUIREMENTS
CEILIND EDGED WITH A PREPAINTED SHADOWLINE
CORNICE
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